
ASC SmartTrap

Complete Room Acoustic Tool Kit

ASC - Refining the way we listen.1-800-ASC-TUBE (800-272-8823)

 

Our SmartTrap Line
The SmartTrap family of products were 
engineered to fit together or alone.  All 
are fitted with the same fabric and 
wooden end cap for a pristine fit and 
finish to blend well in any décor.  The 
products are easily mixed and matched 
for a clean, uniform organized look 
in any room.

Voiced for Performance
All TubeTraps are voiced for performance.  
In our SmartTrap product line the 
absorptive surfaces are inset with treble 
range diffusion strips and our new dedicated 
poly diffuser doubles as a membrane bass 
trap.  As with all TubeTraps, we voiced our 
new family of products to control the sound 
but not over-damp in order to develop room 
ambience in the far field while maintaining 
great sound in the near field

25 Years of Excellence
ASC has been designing dedicated reference-grade 
listening rooms for over 25 years.  The SmartTrap 
Acoustics line has been inspired by what we 
learned creating high-end listening environments.  
You’ll find all the components we use in our best 
designs, packaged into affordable, modern room-
friendly sizes.  A complete full-bandwidth 
acoustics tool kit.  

Headquarters:
4275 West 5th Ave.
Eugene, OR 97402

Contact:
Ph:  541.343.9727
Fax: 541.343.9245
info@acousticsciences.com

www.acousticsciences.com
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The SmartTrap Family

11” x 3’ 
Half-Round

13” x 3’ 
Full-Round

14” x 3’ x 2” 
Wall Panel

14” x 3’ 
Diffuser Panel

11” x 1.5’ 
Acoustic Sconce



A Closer Look...

The basic building block.  Full-range 
absorption, corner-loaded bass trap.  
Treble diffusion on front half.  Stack floor-
to-ceiling for best results.  Un-masks low 
level detail, opens soundstage, enhances 
dynamics, improves bass.

13” x 3’ Full-Round

   Acoustic Sciences Corporation (ASC) was founded by 
acoustic engineer Arthur M. Noxon in 1984 to produce 
and distribute worldwide the patented TubeTrapTM, 
the world’s first corner-loaded acoustic bass trap. 
It continues to be very popular in high performance 
audio rooms such as recording studios, home theaters, 
and high-end listening rooms. Since then ASC has also 
perfected the art of directional acoustics, which applies 
to classrooms, churches, restaurants, and medium-
sized acoustic spaces.  ASC expertise has also been 
applied to high performance acoustic baffles, industrial 
noise control, and OSHA compliance environments.
For the full range of acoustics control solutions, visit 
our website www.acousticsciences.com. 

About ASC
Absorbs from 70Hz
Diffuses above 400Hz 
Packaged 2/box
MSRP $389 each

Specifications 

Works on open walls and ceilings where 
Full-Rounds won’t fit.  Decouples speaker 
from near wall, drains bass at rear of room, 
deepens soundstage at front of room. Stops 
floor to ceiling standing wave.  Treble 
reflector centered on face.

11” x 3’ Half-Round
Absorbs from 90Hz
Diffuses above 500Hz
Packaged 4/box
MSRP $289 each

Specifications 

Treble absorption with built-in reflectors.  
Primary & secondary sidewall reflection 
control, or paired with Diffusers for Home 
Theaters.

14” x 3’ x 2” Wall Panel
Absorbs from 190Hz 
Diffuses above 500Hz
Packaged 12/box
MSRP $119 each

Specifications 

Turns hard treble reflections into gentle 
ambiance.  Use to “move” walls away, or to 
enhance surround effects.  Membrane bass 
trap enhances dynamics.

14” x 3’ Diffuser Panel
Absorbs from 40Hz
Diffuses above 700Hz
Packaged 6/box
MSRP $229 each

Specifications 

Lateral diffusion enhances social listening, 
perfect for creating a larger sweet spot in 
a home theater.  Absorbs hard reflections, 
improves intelligibility.

11” x 1.5’ Acoustic Sconce
Absorbs from 90Hz
Diffuses above 1kHz
Packaged 16/box
MSRP $139 each

Specifications 
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1) 13” x 3’ Full-Round

3) 14” x 3’ Diffuser Panel

4) 14” x 3’ x 2” Wall Panel

2) 11” x 3’ Half-Round

A Typical Layout
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